BB Valve Regulated Lead-Acid Rechargeable Battery

BPS35-12

Standard Type

The battery is constructed by plates,
separators, safety valves and container.
Since the electrolyte is held by a glass-
mat separator and plates, the battery
can be used in any direction and position
(but upside-down should be avoided)
without leakage.

PERFORMANCE SPECIFICATIONS

NOMINAI VOIAGE(V).... ettt e st e e e e e e 12 volts(6cells in series)
Nominal Capacity(Ah)
20 hour rate F.V.(1.75V/cell) (1750mMA t0 10.50VOIES) ....oeeiiiiiiiieiiiiiie et 35.00Ah
10 hour rate F.V.(1.75V/cell) (3325mMA t0 10.50VOILS) ....ceeieireiiiieeie e 33.25Ah
5 hour rate F.V.(1.75V/cell) (5950mMA t0 10.50VOItS) ........uuvriiiiiiiiiee it a e 29.75Ah
1 hour rate F.V.(1.55V/cell) (21000MA t0 9.30VOIS)..c.eeeiiiiiieeee et 21.00Ah
APProxXimate WeEIGht..... ...t e e e et e e nneeeas 114509g(25.25Ibs.)
Terminal
=1 a6 £= ] £ RSP Type B7
Terminal Hardware INitial TOMGUE........c.oiuiiiiiiieee ettt 55Nm £ 5%
Internal Resistance (Fully Charged Battery).........ooo it e e ee e =9mQ
Maximum Discharge CUrrent FOI 5 SEC.(A)....uuuiiiiiiiiiie ittt e et e e e e e e e e ettt e e e e ensbe e e e e ennseeeeeeenneeas 525A
Maximum Charge CUITENT(A). ... .ottt e e et e e e e bt e e e e e s be et e e e e s e e e e e e anbee e e e e e nbeeeeeeanneeas 10.5A
Ambient Temperature
L] 0= o TSRS 0°C(32°F)~40°C(104°F)
DISCRNAIGE. ... ettt e e e e e e e e e e e et e e e e e aaraaaa e -20°C(-4°F)~50°C(122°F)
R (o] = o [ T PO PP O PSPPSR TP -20°C(-4°F)~40°C(104°F)

Vibration test:

Frequency: 16.7Hz
Amplitude: 4mm
Vibrate the battery horizontally or vertically for 60 minutes. The battery have no abnormality.

Design Life : 10 years for standby use at 20°C

(O 1T PUSUUPUPPORPPPN ABS: UL 94-HB
Dimension(mm/inch)
Length 11 21 o 4 DR PP PPPR 195/7.68
Width it 152110 o O TP OU PP RRPOPI 129/5.08
Container HEight  E1.5mMM ... ettt et e e b e e e s bbe e e e e e abeeeeeean 155/6.10
Total Height 02 o 1] o 0 P PRSPPI 179/7.05

Application.........ccccevveveeiiiiiiciieee. Wheelchairs,Lawn Mowers, Electronic Medical Equipment, UPS, Golf-Carts.



BPS35-12 Battery discharge characteristics (25°C/77°F)

Battery Charging Characteristics

(Typical example ofthe charge characteristicsfor the standby use)
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Battery temperature

Constant power discharge characteristics at 25°C/77°F

Discharge time
Final Voltage 5Min 10Min 15Min 30Min 1Hr ‘ 3Hr ‘ 5Hr ‘ 10Hr 20Hr
Battery output power(W)
10.80V 1265.4 931.6 | 746.5 4442 | 254.73 | 102.02 | 70.34 39.31 20.69
10.50V 1464.7 | 1009.2 | 780.8 461.0 | 262.37 | 104.06 | 71.40 39.90 21.00
10.20vV 1556.2 | 1045.5 | 805.0 471.6 267.09 | 105.00 71.79 40.10 21.11
9.90v 1626.1 | 1070.6 | 823.5 478.2 270.30 | 105.73 72.04 40.22 21.17
9.60V 1680.0 | 1092.0 | 840.0 483.0 273.00 | 106.37 72.26 40.22 21.17
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USA:

B&B BATTERY(USA) INC.

6415 RANDOLPH ST.COMMERCE,
CA,90040 U.S.A.
TEL:1-323-278-1900.1-800-278-8599
FAX:1-323-278-1268
E-Mail:sales@bb-battery.com

EUROPE:
B&B BATTERY(EUROPE) B.V.

3 WIUNGAARDVELD, 9300 AALST BELGIUM NATIONAL TRADING LTD. B.B. BATTERY(TAIWAN) CO., LTD.

TEL:(00)32-53781567 TEL:852-2301-3800 TEL:886-6-502-5150

FAX:(00)32-53781567 FAX:852-2739-1182 FAX:886-6-589-8087

E-Mail:hansdevriese@bb-battery.com E-Mail:bbhk@hkstar.com E-Mail:maggy@bb-battery.com 1IS014001

B.B. BATTERY CO., LTD.

CHINA FACTORY:

Web

B.B. BATTERY CO., LTD.

CHENG DONG TRIAL AREA,HUANG GANG,
RAOPING, GUANG DONG,CHINA,515700

TEL:86-768-7601001-2

FAX:86-768-7601469

E-Mail:maggy@bb-battery.com

HONG KONG:

Site: http://www.bb-battery.com

JAPAN:
B&B BATTERY(JAPAN) CO., LTD.

TOKYO 193-0803,JAPAN.
TEL:81-426-25-6375
FAX:81-426-25-6375
E-Mail:miyata@bb-battery.com

TAIWAN:

1375-11 NARAHARA-MACHI,HACHIOJI,

ceEm

1ISO 9001
Registered
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All data shall be changed without prior notice, BB reserves the right to explain and update the information contained hereinto.
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